
Lockout
Status

Flow Switch appears closed when 
pump is energized. Please check 
connections.        

Please Contact:
John Smith    
555.555.1212
john.smith@email.com  

Details

Demand: Space Heat 3
Space Heat 3, Domestic Hot Water

Flow Switch -
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Demand: Space Heat 1
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Space Heat 3, Domestic Hot Water
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Jan 21 9pm - 4am

Next DHW Setback
Jan 22 9am - 4pm
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Normal

Next SH Setback
Jan 21 9pm - 4am

Next DHW Setback
Jan 22 9am - 4pm

Standby
Space Heat 3, Domestic Hot Water

Skip 

Skip 

OnOff

Vacation

COMING SOON ON EVEN MORE LOCHINVAR PRODUCTS!

v
Visit our YouTube channel to watch the CON·X·US video!
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(CON·X·US displaying Reset Curve Graphing)

FULL-FUNCTION  
INTERACTIVE DISPLAY
From anywhere, CON·X·US allows 
you to adjust setpoints, outdoor 
reset curves, pump controls and 
more. Control by touch, or type in 
field-specific information. 

NO LIMIT TO THE 
NUMBER OF BOILERS 
YOU CAN CONTROL.
CON·X·US can be your mobile 
portal to a database of real-time 
and historical information on 
boiler plants in multiple locations 
for multiple customers. From a 
single boiler to an 8-unit cascade 
system*, you’ll be able to check 
operating status or re-program 
boiler functions, from anywhere.

* A CON·X·US Control Board is required 
for each boiler in a cascade.

COLOR-CODED STATUS 
ALERTS 
Home screen alerts show when 
the system needs attention, 
describes the problem and 
provides solutions. When a failure 
occurs you can respond quickly, 
saving time and money.

MULTI-PARTY SERVICE 
NOTIFICATIONS
The owner/site manager can 
assign levels of access for up to 
three additional service personnel 
to receive alerts via e-mail or text 
message if there’s a problem with 
the system.

CON·X·US™ Remote Connect is currently available as an option on the Lochinvar FTXL Fire Tube boiler 

and the KNIGHT Boiler. During 2015, this breakthrough in control technology will become available on 

even more high-efficiency Lochinvar products. CON·X·US technology lets you use any smart device to 

link up with SMART SYSTEM™ boiler controls from around the corner or halfway around the world!

A Mobile Application that provides 
boiler control, from anywhere.
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